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WHAT’S INCLUDED

- Zed Silent Disco Headphones
- Zed Lithium-ion Battery

Your Headphones

Learn how to use the Zed Silent Disco
Headphones below.

1. LED/CHANNEL & LIGHT BUTTON

Tap fo change the audio channel your
headphones are receiving.

Press and hold for a couple of seconds to
change the light mode on the headphone.

2a/2b. RAPID-SWAP BATTERY

Use a stylus (sold separately) to press the
battery release button. Keep a finger over
the battery to prevent it from popping out
during release. Carefully remove the battery,
then insert a fully charged one by gently
pressing it into the slot until you hear a click,
indicating it’s securely in place.

3. POWER/CHANNEL BUTTON

ON/OFF: Press and hold the Power/Channel
button for approximately 3 seconds to turn
the headphones on/off.

Press briefly to display the battery
level and also the light mode number
that your headphones are on.
CHANGE CHANNEL: Press the Power/
Channel button to change the channel, the
lights will change to indicate the channel
you're listening to.

4. VOLUME WHEEL

(+) Scroll the wheel up to turn the volume up.
(-) Scroll the wheel down to turn the audio
down.

5. POWERLIGHT LED
Light illuminates blue or green when the
headphones are switched on. A static red light
will indicate the headphones are connected
and charging via USB-C, when fully charged,
the light will go green.

6.3.5MM AUDIO OUTPUT

When the headphones are switched on, the
3.5mm port functions as an output; when the
headphones are off, it functions as an input.
7. USB-C CHARGING INPUT

Plug in a USB-C cable (whilst the battery is
inserted) to charge the battery. Zed Lithium-
ion batteries support fast charging.
8. ADJUSTABLE HEADBAND

Pull the earpads down to

make the headband bigger.

Push the earpads up to

9. FOLDING CUPS

Push the bottom of the cups towards the
headphone band to fold the headphones when
not in use.

Pull the bottom of the cups away from the
headband to fold the headphones out so they
are ready to wear.

10. BATTERY RELEASE BUTTON

Release the batteries from the headphone
by depressing this button with a stylus (sold
separately). Position one finger lightly over the
battery to assist the battery release.
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make the headband smaller.
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USING YOUR

z E D POWER ON/OFF CHANGE CHANNELS

Headphones

ADJUST VOLUME

Superior Sound Quality
Innovative speaker cavity and
40mm dynamic drivers for
premium audio quality.

Removable Battery
Interchangeable rechargeable
lithium ion batteries.

Battery Status Indicator
Easy-to-check battery level
LEDs, for efficient charging
management.

To adjust the volume, scroll the wheel up
or down.
Smart Low Battery Alert

Beep notification for low battery
warning.

CHANGE LIGHT MODES CHANGE BATTERY

Charge Battery <5 hours

Play time >11hours
USB-C Charging

Battery level Indicator
4 | 80-100% £ M
3 | 60-79%
2 | 40-59%
1
0

20-39%
0-19%

Battery Ba

Light Modes
1. Light off
2. Lighton
3. Music sync To change the light mode, hold down the

4. Fast pulse LED button until the light visibly
5. Slow Pulse

button eck the Press the battery r button and

tery. Replace with the

ay 1) anc ent light

4. ZED Headphones




F

REQUENCIES

Superior Sound Quality

Zed headphones receive audio by UHF radio
frequencies. The standard frequencies for
your headphones are listed below according

to

the region you selected when purchasing

your headphones.

Region: UK, EU AND ROW
Channel 1 Red 863.1MHz
Channel 2 Green 863.7MHz
Channel 3 Blue 864.9MHz
Channel 4 Yellow 864.3MHz

Region: USA/CANADA
Channel 1 Red 914.0MHz
Channel 2 Green 915.0MHz
Channel 3 Blue 916.0MHz
Channel 4 Yellow 917.0MHz

6.

*Please note: frequencies and other
specifications may be changed without
notice. If in doubt please confirm with
supplier.

CHANNELS

Channel Selection Mode

Zed headphones offer two channel
selection modes for picking up audio.
Step and Scan.

Step (Green LED Power Light)

Pressing the channel button cycles
through all preset channels in sequence.
Use this to manually select a desired
audio source.

Scan (Blue LED Power light)

Pressing the channel button scans for
the nearest active frequency. If only one
transmitter is active, the headphones
will auto-connect and ignore inactive
channels.

Selecting modes

When the headphones are switched off,
press and hold the Power/Channel and
LED/Channel buttons simultaneously
for approximately 8 seconds.The Power
LED Light will indicate the change in
channel selection mode.

Green to blue: Changes from Step to
Scan
Blue to green: Changes from Scan to
Step

COMPATIBLE EQUIPMENT

Are Zed's Compatible with my existing Silent Disco Equipment?

Zed Silent Disco headphones are fully compatible with all Over-Ear Silent Disco systems previously
purchased from Silent Disco King, provided all devices are configured to operate on the same
frequencies and within the same frequency region.

Contact your sales representative to customise frequency settings.

Zed Headphones are fully compatible with the following Silent Disco equipment:

Headphones:

Tom Silent Disco Headphones - HR20

Harry Silent Disco Headphones - OE600L
Joe Silent Disco Headphones (EU only)- OE500L-EU
Bob Silent Disco Headphones - OE300L
Ned Silent Disco Beltpack Receivers - OE900B
Transmitters:

Falcon Hybrid Bluetooth Transmitter - OE2000-BT
Falcon Transmitter - OE2000
Donkey Transmitter - OETI00M
Parakeet Portable Transmitter - OEQ00
Parrot Portable Transmitter - OE1700

Troubleshooting: Zed Headphones Not Functioning

If your Zed headphones are not operating correctly with your existing Silent Disco setup, please
consult the product manuals for all associated equipment. Gather the relevant serial numbers and
contact your supplier for further assistance.
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TECHNICAL
SPECIFICATION

Channels: 4+

Battery life: >1h

Buttons: Power, scan, volume
Modulation: UHF

Audio mode: Stereo, HD, SD

Qperahonol 300m
distance:
Impedance: 32 ohm
Speaker type: 40mm mylar
Frequency re- 30-15.000Hz
sponse:
S/N ratio: 32db
Chqnne! ~40dB
separation:
Distortion: <1%
1000mAh lithium

Battery: battery
Weight: 0.280g
Customizable Bespoke illuminated
Branding: caps
Connections: 3.5mm jack
Chorgmg USB-C
connection:
Charge time: <3 hours
Fast charging: Yes

8.

DOs and DON'Ts

DOs

+ Do use headphones and systems at
comfortable and safe listening levels.

+ Do gently clean equipment between uses
and users. Ear pad covers are available
from your supplier.

Do feel free to expand your system.

Mix and match a variety of Over-Ear
transmitters, headphones and receivers.
*Do call +44 2070 603 653, or email: help@
silentdiscoking.com for help and advice.

DON'T

+Don’t use 2 or more transmitters on the
same channel - they won’t work.

+Don’t use equipment near other
wireless apparatus including radio mics,
transmitters etc. Frequencies can interfere
and result in distorted or no signal.

«Don’t attempt to repair or modify
equipment yourself. At best this
invalidates your warranty, at worst this
could seriously harm somebody.

« Avoid using headphones for prolonged
periods without breaks.

+Don’t position two transmitters within one
meter of each other, as this may result
in signal intermodulation and potential
interference.

SAFETY INSTRUCTIONS

+ Always switch off and unplug the
equipment before cleaning.

+ Do not attempt to repair or replace any
parts.

+ Do not use if damaged by water, heat, or
physical impact.

+ Avoid using or storing in wet, damp, or
high-temperature environments.

+ Keep away from radiators and heat-
emitting devices like screens and amplifiers.
+Use only the supplied power cable and
accessories.

+ Disconnect from power after charging
and during long periods of inactivity.

+ Ensure the power connection is secure,
undamaged, and not exposed to excessive
heat or direct sunlight.

+ Do not overload wall sockets.

+Keep batteries in a cool, dry place. Avoid
extreme heat or cold.

+ Store and transport batteries in a dry
place to prevent moisture damage,

which can lead to corrosion or reduced
performance.

+Ensure battery terminals do not touch
metal objects to prevent short circuits.

+ For long-term storage, check and
recharge batteries every 3-6 months to
maintain charge between 40-60%.
+Non-compliance may result in electric
shock, fire, equipment damage, and void
the products warranty - Always follow
manufacturer guidelines.

+ For concerns, contact your dealer or the
manufacturer.

TROUBLESHOOTING

No Audio or Music?

+ Ensure audio feed is connected correctly. Try
using a different device and audio cable.

+ Confirm that the receivers or headphones
are switched on, connected to the correct
channel, and have the volume turned up.

+ The headphones automatically power
off after 10 minutes of inactivity. If this
occurs, check that the transmitter is still
broadcasting.

Signal Drops, Interference, or Reduced
Range?

+ Ensure there is no interference from other
wireless devices in the area.

« If using multiple transmitters simultaneously,
ensure each is set to a different channel
(frequency). Two transmitters cannot operate
on the same channel in the same location, as
this will cause signal cancellation, resulting in
little or no audio.

+ Ensure the two transmitters are not within
one meter of each other, as this may result
in signal intermodulation and potential
interference.

No Power?

+ Ensure the headphones are fully charged and
powered on. Try replacing the battery.

+Make sure the battery is charged and
inserted correctly.

No LED Lights?
* Press and hold the LED/CH button until lights
display.

No Power Light?
«If no power light displays briefly when
powered on, contact the manufacturer.
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OTHER EQUIPMENT
AVAILABLE

Zed Stackable Battery Charging Station
Simultaneously charges up to 50 Zed
Lithium-ion batteries. Modular, stackable
design enables scalable charging capacity

while optimizing space efficiency.

Specification

Power Input & Output

AC Input:

Voltage: 200-240V AC
Frequency: 50/60Hz
Maximum Current: 2.5A
DC Output:

Voltage: 5V DC

Maximum Current: 40A
Rated Power: 200W
Actual Power Consumption: 82W - 88W
(typical operational range)

Charging Performance (Per Slot)
Number of Slots: 50
Single-Slot Charging Voltage: 4.16V - 4.2V

Design and Safety Features
Space-Saving Design: Stackable form
Current Limiting Protection: Prevents
overcurrent conditions to protect both the
charger and the batteries.

Temperature Protection: Monitors and
manages internal femperatures to prevent
overheating.

Zed Lithium-ion Battery
Replacement or spare Lithium-ion

batteries to power the Zed headphones.

Specification

Battery Type: Lithium-ion (Li-ion)
Nominal Voltage: 3.7V
Capacity: 1000mAh

Design and Safety Features
Long-lasting Performance: Ensures
extended usage time for your
headphones.

Stable Energy Output: Provides
consistent and reliable power delivery
throughout its discharge cycle.

Rechargeable: Designed for multiple
charge cycles, allowing for repeated use
and extended battery lifespan.

Zed Battery Release Stylus
Stylus tool for easy access to the
battery release button on the Zed

headphones.
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